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1. Submitter Information
Manufacturer TaiDoc Technology Corporation
Contact person Shu-Mei Wu
Address 4F, No. 88, Sec. 1, Kwang-Fu Rd.,

San-Chung, Taipei County, Taiwan
Phone +886-2-66358080
FAX +886-2-66355959
E-mail shumei~taidoc.com.tw
Date Prepared April 14, 2006

2. Name of Device
Trade Names CLEVER CHEK TD- 325OTm

Blood Glucose and Blood Pressure
Measurement System

Common Names/Descriptions Blood Glucose and Blood Pressure Measurement
System
Blood Glucose Test Strips

Classification Names Class 11 devices

21 CFR Section 862.1345, Glucose Test System;
21 CFR Section 870.1130, Non-invasive Blood
Pressure Measurement System

3. Predicate Device
Trade/Proprietary Name: Achtung TD-4207 Blood Glucose Test System

BpTRU Automated Non-Invasive Blood Pressure
Monitoring, BMP- 1 00

Common/Usual Name: Blood Glucose Meter; Non-invasive Blood

Pressure Measurement System
Blood Glucose Test Strips

Manufacturer TaiDoc Technology Corporation.

VSM Med[Tech Ltd.
5 10 (k) Number K042005; K0 12636
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4. Device Description
The CLEVER CHEK TD-325OTm blood glucose and blood pressure measurement system

consists of a meter with arm cuff and test strips. The system utilizes an electrochemical
method-based meter and dry reagent biosensor (test strips) for blood glucose testing. The

size of the current is proportional to the amount of glucose present in the sample,
providing a quantitative measurement of glucose in fresh whole blood and control

solutions. Also, the system adopts the "oscillometric method" to as the measuring
principle and provides the measurement of the systolic and diastolic blood pressure and
heart rate of an individual by using a non-invasive technique in which as inflatable cuff is

wrapped around the . The pressure sensor converts tiny alterations in arm cuff pressure to

electrical signals, by analyzing those signals to determine the systolic and diastolic blood

pressure and calculating pulse rate.

5. Intended Uses
The CLEVER CHEK TD-325Orm system is indicated for the quantitative measurement of

glucose in fresh whole blood (capillary blood) for self testing by persons with diabetes in

the home or by healthcare professionals in healthcare facilities. Testing is done outside

the body (in vitro diagnostic use). The system also intended to use non-invasive measure

the systolic and diastolic blood pressure and pulse rate or an adult individual, over age 16,

at home by using a non-invasive technique in which an inflatable cuff is wrapped around

the . The arm cuff circumference is limited to 9.4"-13.8".

6. Comparison to Predicate Device
The CLEVER CHEK TD-325OTM system has equivalent technological characteristics as

the Achtung TD-4207 Blood Glucose Test System (K042005) and BpTRU Automated

Non-invasive Blood Pressure Monitor, BP-100 (K012636). The CLEVER CHEK

TD-325OTm system also has the same intended use as the Achtung TD-4207 Blood

Glucose Test System and BpTRU Automated Non-invasive Blood Pressure Monitor,

BP-100.

7. Performance Studies
The performance of the CLEVER CHEK TD-325OTM system was studied in the

laboratory and in clinical settings by healthcare professionals and lay users. The studies

demonstrated that the CLEVER CHEK TD-325OTM system is suitable for its intended use
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8. Conclusions
The CLEVER CHEK TD- 325OTM system demonstrates satisfactory performance and is
suitable for their intended uses.
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Indications for Use

510(k) Number (if known): k061073

Device Name: Clever Chek TD-3250 Blood Glucose and Blood Pressure Measurement
System

Indications For Use:

The Clever Chek TD-3250 Blood Glucose and Blood Pressure Measurement System is
intended for in vitro diagnostic use. The system is intended to be used for the
quantitative measurement of capillary whole blood from the fingertip. It is intended for
use by healthcare professionals and people with diabetes mellitus at home as an aid in
monitoring the effectiveness of a diabetes control program. It is not intended for the
diagnosis of or screening for diabetes mellitus, and is not intended for use on neonates.

The system is also intended to be used to measure non-invasively the systolic and
diastolic blood pressure and pluse rate of an adult individual, over age 16, at home by
using a technique in which an inflatable cuff is wrapped around the arm. The cuff
circumference is limited to 9.4 inches to - 13.8 inches.

Prescription Use (ACeDR Over-The-Counter Use
(Part 21 CFR 801 Subpart D) (21 CFR 801 Subpart C)

(PLEASE DO NOT WRITE BELOW THIS LINE-CONTINUE ON ANOTHER PAGE IF
NEEDED)

Concurrence of CDRH, Office of In Vitro Diagnostic Devices (OIVD)

Division Sign-Off

Office of In Vitro Diagnostic Device Page I of
Evaluation and Safety


